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Label. VDE TORX® screwdriver DRALL+ T30 L.100mm

Properties. for recessed TORX® screws
VDE insulated up to 1,000 V
protective insulation according to IEC 60900-AC 1,000 V / DC 1,500 V
gunmetal finished blade tip
3-component handle with laser marking
Chrome Alloy Steel

 

Product highlights.

Outstanding craftsmanship.
The blades are made of exceptionally fine industrial-grade chrome alloy steel, through-
hardened and anchored in the grip in such a way that they stay there.

Robust.
Whether slotted or cross-head - the rough blade tips transfer even the greatest torques 
to the screws - precisely and safely.

VDE TORX® screwdrivers DRALL+

4675 VDE

Product no. 46753030

GTIN 4018754279180

Model DRALL⁺ 4675 VDE T30 TORX®
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Technologies and features.

VDE DRALL+
Our VDE-DRALL+ handle is insulated to 1,000 V according to DIN EN 60900. It is non-slip 
and ergonomically shaped. An extended grip zone protects the fingers and a hand stop 
prevents the tool from accidentally slipping or rolling away.

Technical drawing.

Technical attributes.

for screws M6

Size drive profile T30

TORX® drive profile (mm) 5,61 mm

L1 100 mm

L2 215 mm

Drive profile TORX®

DIN DIN EN 60900

Logistics data.

Product no. 46753030

GTIN 4018754279180

Weight (g) 89 g

Volume (packaged, dm3) 1.98375 dm3

Packing standard 10

WEEE/ElektroG nicht ear-pflichtig

Customs tariff no. 82054000

Country of origin AWR GERMANY

Region of origin Nordrhein-Westfalen

Depth mm (IFS) 215

Width mm (IFS) 35

Height mm (IFS) 35

Weight (gross, kg) 0,980

Weight PAP (kg) 0,102

Weight PVC (kg) 0,000

Length (packaged, mm) 230

Width (packaged, mm) 115

Height (packaging, mm) 75
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GTIN.
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