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Label. Counter stay

Properties. for internal puller 11400/1-9
screw the spindle of the counter stay into the internal puller
insert and spread the internal puller
pull out the workpiece

Benefits.

For use with the internal puller 11400. Supports reliable and fast extraction of tight fitting ball 
bearings, bushings, oil seals etc. .

Powerful spindle with fine thread provides reliable 
performance, even for demanding tasks.

To use, place the counter stay onto the housing, screw 
the spindle into the internal puller and pull out the 
component.

Made from robust steel for a long service life, even with 
heavy use.

Product highlights.

Reliable grip.
The combination of a robust spindle, fixed clamping nut and a strong toggle handle 
ensures a secure grip and precise, centred pulling.

Counter stays

11401

Product no. 71040102

GTIN 4018754342181

Model 11401/2
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Adapted access geometry.
The self-centering puller arms automatically adjust to the shape of the part to be 
removed. This facilitates handling and ensures an even distribution of the pull-off force.

Technical drawing.

Technical attributes.

Size 2

for model 11400/6; /7

for thread M14 x 1,5

External hex drive (mm) 32 mm

Logistics data.

Product no. 71040102

GTIN 4018754342181

Weight (g) 1650 g

Volume (packaged, dm3) 3.06675 dm3

Packing standard 1

WEEE/ElektroG nicht ear-pflichtig

Customs tariff no. 82055980

Country of origin AWR GERMANY

Region of origin Nordrhein-Westfalen

Depth mm (IFS) 290

Width mm (IFS) 235

Height mm (IFS) 45

Weight (gross, kg) 1,758

Weight PAP (kg) 0,006

Weight PVC (kg) 0,000

Length (packaged, mm) 290

Width (packaged, mm) 235

Height (packaging, mm) 45
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